Sprinkler Series 900 pLOS-FIT= TAVLIT

Quality that lasts

The 900 sprinkler is an economic and high performance sprinkler. The product simple
construction and the press fit assembly offers the user a more economical solution for
overlapping low flow irrigation since the emitter can be connected directly to the lateral
with a plunger. The 900 series operates on a patented concept based on Ein Dor proven
water turbine and as a result irrigates with a smooth and balanced operation.

The two jets design gives better resistance to wind conditions and ensures uniform
water distribution

Applications Technical Specifications
~ ldeal for irrigation of green houses and v Simple construction
nurseries, in and above the green house v~ Available in: 180, 200, 240, 300lph,
for: Nurseries, greenhouses, cooling & frost (0.79, 0.88, 1.06, 1.32gpm)
protection v~ Optimal Operating Pressure:
2.0-2.5bar (29-36psi)
Available connections v~ Overlapping Spacing: up 9 x 9m (30 x 30ft)
v~ Plunger for PE tube °/s” v Wetting Diameter 14-16m (46-53ft)
v~ Press fit for collar and s PVC tube v Required Filtration - 60mesh
v~ Special engineering raw materials for long

Llife and durability

Technical Data

Nozzle Wetting

Overlapping
Diameter Nozzle AT KEI Diameter

Spacing

Color

mm inch l/h apm m ft m ft
961 1.5 0.059 ) 120 0.528 12 39 7x7 23x23
961 0.8 0.070 ° 160 0.704 12.5 41 7x7 23x23
900/920 1.9 0.074 ° 180 0.790 14 46 7x7 23x23
900/920 2.0 0.078 o 200 0.880 14 46 7Xx7 23x23
900/920 2.2 0.086 [ 240 0.060 15 49 10x10* 33x33
900/920 2.4 0.094 ) 300 1.320 15 49 10x10* 33x33
920 2.7 0.105 400 1.760 14 46 7x7 23x23
920 2.8 0.109 (@) 450 1.980 14 46 7x7 23x23

Rectangular spacing at 70 cm (2ft) height and operational pressure of 2bar (29psi)
*Model 920
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Sprinklers Series 920 pLOS-FIT= TAVLIT

Quality that lasts

Male thread 1/2”

This series of low volume, double jet sprinklers is ideal for overlapping irrigation
of open fields, combining low flow rates, large diameter of throw and uniform
distribution. The sprinklers operate on a patented concept, based on a turbine
mechanism, as a result it irrigates with a smooth and balanced operation.

The two jets design gives better resistance to wind conditions and uniform
distribution. The large diameter of throw and the uniform distribution enables large
spacing, up to 10 x 10m (33 x 33ft).

Applications Technical Specifications
~ Ideal for crops that are sensitive to uniform v~ Insect protected - sprinkler shuts off after
water distribution, such as vegetables, irrigation
carrots, potatoes, onions and greens v Integral inlet filter
~ Also applicable for nurseries, greenhouses, v~ Available in: 180, 200, 240, 300, 400, 450U/h,
cooling and frost protection (0.77, 0.88, 1.06, 1.32, 1.76, 1.98gpm)
v~ Full coverage of plantation (banana, avocado, +~ Working Pressure Maximum Range:
kiwi, mature trees etc.) 2-3 (29-43psi)bars
v~ Parks & gardens v~ Optimal Operating Pressure:
2.2-3.0bar (32-43psi)
Available connections v~ Overlapping Spacing:
v Female Thread: /27, /4”7 up to 10 x 10m (33 x 33ft)

v New - Male thread /.”
v~ Plunger for PE tube */s”
v~ Press fit for collar and %/ PVC tube

Wetting Diameter: 14-16 m (46-53 ft)
Trajectory angle 12°
Required filtration: 60mesh

A R NN

Special engineering raw materials for long
life and durability
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Sprinkler Series 961

pPLOS-FIT TAVLIT

This series of low flow rates sprinklers expand the range of sprinklers TAVLIT
offers with two flow rates, 120, 160lph (0.53, 0.70gpm), enabling growers to reduce
precipitation rate and still enjoy the benefits of TAVLIT sprinklers with regards to
uniformity, trouble free operation and simple installation. The 961 series operates
on a patented concept based on Ein Dor proven water turbine and as a result
irrigates with a smooth and balanced operation. The one jet design enables the use
of low flow rates and still keep the large overlapping spacing.

Applications

v

Ideal for crops that are sensitive to uniform
water distribution, such as vegetables,
carrots, potatoes, onions, greens and other
crops that require low precipitation rates
Also applicable for nurseries, greenhouses,
cooling and frost protection

Full coverage of plantation (banana, avocado,
kiwi, mature trees etc.)

Parks and gardens

Available Connections

v

v
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Plunger for PE tube */s”
Press fit for collar and °/1s PVC tube

Technical Specifications

v

A SR NN

Insect protected - sprinkler shuts off after
irrigation

Integral inlet filter

Available in: 120, 160 Lph (0.53, 0.70gpm).
Other flow rates are under development
Optimal Operating Pressure Range:
2.0-2.5bar (29-36psi)

Overlapping Spacing: up 7 x 7m (23 x 23ft)
Wetting Diameter 12.5m (41ft)

Required Filtration - 60mesh

Special engineering raw materials for long
life and durability

Quality that lasts




Part Circle Model 961-P

pPLOS-FIT TAVLIT

Quality that lasts

This product, offered in 120lph (0.528gpm) is an adjustable part circle sprinkler that can
be adjusted easily to irrigate any sector for example an arc of 90° or 270°

Applications

v

For the edge of fields irrigated with full circle
sprinklers in order not to wet the road and
save water

For Home gardens and landscape

Can be used to irrigate wide strips and
medians by spacing the sprinklers on both
sides of the strip at spacings up to 8 x 8m

(26 x 26ft)

Available connections

v

v

Plunger for PE tube 5/8”
Press fit for collar and 9/13 PVC tube

Technical Specifications

v

AN

Insect protected - sprinkler shuts off after
irrigation

Integral inlet filter

Currently Available in: 120lph (0.53gpm)
Other flow rates are under development
Optimal Operating Pressure:

2.0-2.5bar (29-36psi)

Overlapping Spacing: up 8 x 8m (26 x 26ft),
for wide strips and medians

Wetting Radius: 7m (23ft)

Required Filtration: 60mesh

Special engineering raw materials for long
life and durability
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